
Adapter – BSP – Metrisch – NPT – Kegelig
Adaptors – BSP – Metric – NPT – Taper

5

5



5



5

www.ph-hydraulik.de	 Rubrik Nr. 5.1 

ADAPTER - BSP - METRISCH - NPT - KEGELIG
ADAPTORS - BSP - METRIC - NPT -TAPER

 Produktgruppen Product-Groups Seite / Page  

Gerade - Anschweißstutzen Straight - Welding - Adaptors   
Metrisch - 60°-Konus Metric - 60° - Cone 5.4

Gerade - Adapter Straight - Adaptors   
BSP - Metrisch - 60° - Konus BSP - Metric - 60° - Cone 5.5

BSP - Zylindrisch - BSP - Kegelig BSP - Parallel - BSP - Taper 5.6

BSP - Zylindrisch - 60° - Konus BSP - Parallel - 60° - Cone 5.7

BSP - Zylindrisch - 60° - Konus mit Weichdichtung BSP - Parallel - 60° - Cone with Soft Sealing 5.8

BSP - Zylindrisch - Flachdichtend BSP - Parallel - Flat - Face 5.9

BSP - Zylindrisch - Reduziert - 60° - Konus BSP - Parallel - Reduced - 60° - Cone 5.10

BSP - Zylindrisch - Reduziert - 60° - Konus mit Weichdichtung BSP - Parallel - Reduced - 60° - Cone with Soft Sealing 5.11

BSP - Zylindrisch - NPT BSP - Parallel - NPT 5.12

NPT - NPT NPT - NPT 5.13

NPT - NPT - Reduziert NPT - NPT - Reduced 5.14

BSP - Kegelig - BSP - Kegelig BSP - Taper - BSP - Taper 5.15

BSP - Kegelig - BSP - Kegelig - Reduziert BSP - Taper - BSP - Taper - Reduced 5.16

Gerade - Dichtkegel - Adapter Straight - Male - Female - Adaptors   
BSP - Weiblich - BSP - Kegelig BSP - Female - BSP - Taper 5.17

BSP - Weiblich - NPT BSP - Female - NPT 5.18

BSP - Weiblich - BSP - Zylindrisch BSP - Female - BSP - Parallel 5.19

Doppel - Dichtkegel - Adapter Swivel - Female - Adaptors   
Gerade Adapter - BSP - Weiblich Straight Adaptors - BSP - Female 5.20

Winkel-Adapter - BSP - Weiblich Elbow-Adaptors - BSP - Female 5.21

T-Adapter - BSP - Weiblich Equal Tee-Adaptors - BSP - Female 5.22

K-Adapter - BSP - Weiblich Cross-Adaptors - BSP - Female 5.23



Rubrik Nr. 5.2 	 www.ph-hydraulik.de

ADAPTER - BSP - METRISCH - NPT - KEGELIG
ADAPTORS - BSP - METRIC - NPT -TAPER

 Produktgruppen Product-Groups Seite / Page  

Außengewinde - Adapter Male - Adaptors   
Winkel - Adapter - BSP - Zylindrisch - Männlich Elbow-Adaptors - BSP - Male 5.24

BSP - Zylindrisch - Männlich - BSP - Kegelig - Männlich BSP - Male - BSP - Taper - Male 5.25

BSP - Zylindrisch - Männlich - BSP - NPT - Männlich BSP - Male - BSP - Taper - NPT

Winkel - Adapter - NPT - NPT - Männlich - 90° Elbow-Adaptors - NPT - NPT - Male - 90° 5.26

T-Adapter - BSP - Zylindrisch - Männlich T-Adaptors - BSP - Male 5.27

K-Adapter - BSP - Zylindrisch - Männlich K-Adaptors - BSP - Male 5.28

Winkel - Adapter Elbow - Adaptors   
Winkel - Adapter - 90° Elbow - Adaptors - 90° 5.29

Kompakt - Winkel - Adapter Block - Elbow - Adaptors   
90° - BSP - Weiblich - BSP - Zylindrisch - Männlich 90° - BSP - Female - BSP - Male 5.30

45° - BSP - Weiblich - BSP - Zylindrisch - Männlich 45° - BSP - Female - BSP - Male 5.31

T - Adapter Tee - Adaptors   
LE - Adapter - BSP - Weiblich - BSP - Zylindrisch - Männlich Run Tee - Adaptors - BSP - Female - BSP - Male 5.32

TE - Adapter - BSP - Weiblich - BSP - Zylindrisch - Männlich Brunch Tee - Adaptors - BSP - Female - BSP - Male 5.33

Innengewinde - Adapter Female - Adaptors   
Winkel - Adapter - BSP - Zylindrisch Elbow - Adaptors - BSP - Parallel 5.34

T - Adapter - BSP - Zylindrisch T - Adaptors - BSP - Parallel 5.35

Winkel - Adapter - NPT Elbow - Adaptors - NPT 5.36

T - Adapter - NPT T - Adaptors - NPT 5.37

Gerade - Schott - Adapter Straight - Bulkhead - Adaptors   
Gerade - Schott - Adapter - BSP - Zylindrisch - Männlich Straight - Bulkhead - Adaptors - BSP - Male 5.38

Gerade - Schott - Adapter - BSP - Zylindrisch - Metrisch Straight - Bulkhead - Adaptors - BSP - Metric 5.39

Gegenmuttern für Schottverschraubungen - BSP - Zylindrisch Locknuts for Bulkhead Couplings - BSP - Parallel 5.40

Einstellbare - Winkel - Verschraubungen Adjustable - Male - Stud - Elbows   
90° - BSP - Männlich 90° - BSP - Male 5.41



5

www.ph-hydraulik.de	 Rubrik Nr. 5.3 

ADAPTER - BSP - METRISCH - NPT - KEGELIG
ADAPTORS - BSP - METRIC - NPT -TAPER

 Produktgruppen Product-Groups Seite / Page  

Sechskant - Muffen Hexagon - Sockets   
BSP - Zylindrisch BSP - Female 5.42

BSP - Zylindrisch - Reduziert BSP - Female - Reduced 5.43

NPT NPT - Female 5.44

NPT - Reduziert NPT - Reduced 5.45

Gewinde - Reduzierungen Male - Female - Stud - Adaptors  
BSP - Außen / Innen - Form A BSP - Male / Female - Form A 5.46

BSP - Außen / Innen - Form B BSP - Male / Female - Form B 5.47

BSP - Außen - NPT - Innen - Form A BSP - Male - NPT - Female - Form A 5.48

BSP - Außen - NPT - Innen - Form B BSP - Male - NPT - Female - Form B 5.49

NPT - Außen - BSP - Innen - Form A NPT - Male - BSP - Female - Form A 5.50

NPT - Außen - BSP - Innen - Form B NPT - Male - BSP - Female - Form B 5.51

NPT - Außen - NPT - Innen - Form A NPT - Male - NPT - Female - Form A 5.52

NPT - Außen - NPT - Innen - Form B NPT - Male - NPT - Female - Form B 5.53

Sechskant - Kappen Hexagon - Caps   
BSP - Zylindrisch - Innen BSP - Parallel - Female 5.54

NPT - Innen NPT - Female 5.55

Verschlusskappen BSP - Female-Swivel Caps   
Verschlusskappen - DKR - BSP - Weiblich Swivel - Caps - DKR - BSP - Female 5.56

Verschlussstopfen Plug   
BSPT - Kegelig BSPT - Taper 5.57

NPT NPT 5.58

BSP - Zylindrisch BSP - Parallel 5.59



Rubrik Nr.  5.4  	 www.ph-hydraulik.de

GERADE - ANSCHWEISSSTUTZEN
STRAIGHT - WELDING - ADAPTORS

Metrisch - mit 60°-Innenkonus

5
Metric - with 60°-Cone

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G L L1 D D1 SW
250 M 12 x 1,5 24,0 10,0 3,5 6,0 12 0806504-02
250 M 14 x 1,5 25,0 10,0 4,5 8,0 14 0806507-04
250 M 16 x 1,5 25,0 10,0 6,0 10,0 17 0806509-05
250 M 18 x 1,5 25,0 10,0 8,0 14,0 19 0806511-06
250 M 22 x 1,5 27,0 12,0 10,5 17,0 22 0806514-08
250 M 26 x 1,5 28,0 12,0 13,0 21,0 27 0806517-10
160 M 30 x 1,5 28,0 12,0 15,5 25,0 30 0806521-12
160 M 38 x 1,5 30,0 14,0 21,0 30,0 41 0806526-16
100 M 45 x 1,5 31,0 14,0 28,0 38,0 46 0806533-20
100 M 52 x 1,5 32,0 14,0 35,0 44,0 55 0806541-24
50 M 65 x 2 36,0 17,0 45,0 57,0 65 0806551-32
50 M 78 x 2 36,0 17,0 55,0 64,0 80 0806561-40
50 M 90 x 2 47,0 22,0 67,0 76,0 90 0806571-48
50 M 100 x 2 47,0 22,0 77,0 89,0 100 0806581-56



www.ph-hydraulik.de	 Rubrik Nr. 5.5 

5

GERADE - ADAPTER
STRAIGHT - ADAPTORS

BSP mit angedrehter Dichtkante Form B 
Metrisch mit 60°-Innenkonus

5
BSP with Sealing Shoulder Form B 
Metric with 60°-Cone

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G1 G = BSP L L1 L2 D SW
250 M 18 x 1,5 1/2“ 34,0 14,0 11,0 10,0 27 0226820-08-06
250 M 22 x 1,5 1/2“ 35,0 14,0 12,0 11,0 27 0226820-08
250 M 26 x 1,5 1/2“ 38,0 14,0 12,0 14,0 27 0226820-08-10
160 M 30 x 1,5 1/2“ 36,0 14,0 12,0 12,0 32 0226820-08-12
160 M 26 x 1,5 3/4“ 38,0 16,0 12,0 15,0 32 0226820-12-10
160 M 30 x 1,5 3/4“ 39,0 16,0 14,0 20,0 32 0226820-12
160 M 30 x 1,5 1“ 41,0 18,0 14,0 20,0 41 0226821-16-12
160 M 38 x 1,5 1“ 41,0 18,0 14,0 24,0 41 0226825-16
100 M 38 x 1,5 1 1/4“ 44,0 20,0 14,0 25,0 50 0226826-20-16
100 M 45 x 1,5 1 1/4“ 46,0 20,0 16,0 32,0 50 0226832-20
100 M 45 x 1,5 1 1/2“ 49,0 22,0 16,0 32,0 55 0226833-24-20
100 M 52 x 1,5 1 1/2“ 49,0 22,0 16,0 39,0 55 0226840-24
50 M 65 x 2 2“ 54,0 24,0 17,0 45,0 70 0226850-32
50 M 78 x 2 2 1/2“ 57,0 26,0 17,0 56,0 85 0226860-40
50 M 100 x 2 3“ 68,0 28,0 22,0 76,0 105 0226880-48



Rubrik Nr.  5.6  	 www.ph-hydraulik.de

GERADE - ADAPTER
STRAIGHT - ADAPTORS

BSP - Zylindrisch - Männlich mit 60°-Konus 
BSP - Kegelig - Männlich
Andere Größen auf Anfrage!

5
BSP - Male with 60°-Cone 
BSP - Taper - Male
Other sizes on request!

Reihe / Series A
Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSP G1 = BSPT L L1 L2 D SW
400 1/8“-28 1/8“-28 23,0 8,0 8,0 4,0 14 1050710-02-02
400 1/4“-19 1/4“-19 30,0 10,0 12,0 6,0 19 1050710-04-04
400 3/8“-19 3/8“-19 32,5 12,0 12,0 9,0 22 1050710-06-06
400 1/2“-14 1/2“-14 37,0 14,0 14,0 12,5 27 1050710-08-08
400 3/4“-14 3/4“-14 47,0 16,0 19,0 17,5 32 1050710-12-12
400 1“-11 1“-11 49,0 18,0 18,0 22,0 41 1050710-16-16
200 1 1/4“-11 1 1/4“-11 54,5 20,0 20,0 29,0 50 1050710-20-20
200 1 1/2“-11 1 1/2“-11 58,5 22,0 22,0 37,0 55 1050710-24-24
100 2“-11 2“-11 66,0 25,0 26,0 45,0 70 1050710-32-32

Reihe / Series B
Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSP G1 = BSPT L L1 L2 D SW
400 1/4“-19 1/8“-28 26,0 10,0 8,0 4,0 19 1050710-04-02
400 1/4“-19 3/8“-19 32,0 10,0 12,0 7,0 19 1050710-04-06
400 1/4“-19 1/2“-14 34,0 10,0 14,0 6,0 22 1050710-04-08
400 3/8“-19 1/4“-19 33,0 12,0 12,0 7,0 22 1050710-06-04
400 3/8“-19 1/2“-14 42,0 12,0 19,0 9,0 22 1050710-06-08
400 1/2“-14 3/8“-19 37,0 14,0 12,0 9,0 27 1050710-08-06
400 1/2“-14 3/4“-14 45,0 14,0 19,0 12,5 27 1050710-08-12
400 3/4“-14 1/2“-14 45,0 16,0 19,0 12,5 32 1050710-12-08
400 3/4“-14 1“-14 45,0 16,0 18,0 17,5 36 1050710-12-16



www.ph-hydraulik.de	 Rubrik Nr. 5.7 

5

GERADE - ADAPTER
STRAIGHT - ADAPTORS

BSP - BSP 
Mit 60°-Innenkonus und angedrehter Dichtkante Form B
Männlich - Männlich

5
BSP - BSP
With 60°-Cone and Sealing Shoulder Form B
Male - Male - Parallel

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSP G1 = BSP L L1 L2 D SW
400 1/8“-28 1/8“-28 23,0 8,0 8,0 4,5 14 1050510-02-02
400 1/4“-19 1/4“-19 29,0 10,0 10,0 6,0 19 1050510-04-04
400 3/8“-19 3/8“-19 35,0 12,0 12,0 9,0 22 1050510-06-06
400 1/2“-14 1/2“-14 41,0 14,0 14,0 13,0 27 1050510-08-08
400 5/8“-14 5/8“-14 43,5 16,0 16,0 14,5 30 1050510-10-10
400 3/4“-14 3/4“-14 46,0 16,0 16,0 18,0 32 1050510-12-12
400 1“-11 1“-11 52,0 18,0 18,0 23,5 41 1050510-16-16
200 1 1/4“-11 1 1/4“-11 58,0 20,0 20,0 30,0 50 1050510-20-20
200 1 1/2“-11 1 1/2“-11 61,0 22,0 22,0 37,0 55 1050510-24-24
100 2“-11 2“-11 67,0 25,0 25,0 45,0 70 1050510-32-32
70 2 1/2“-11 2 1/2“-11 70,0 26,0 26,0 51,0 90 1050510-40-40



Rubrik Nr.  5.8  	 www.ph-hydraulik.de

GERADE - ADAPTER
STRAIGHT - ADAPTORS

BSP - BSP
Mit 60°-Innenkonus
wd = Abdichtung durch Profildichtung - FPM
Männlich - Männlich

5
BSP - BSP
With 60°-Cone
wd = Sealing by an Elastomer Profiled Ring - FPM
Male - Male - Parallel

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSP G1 = BSP L L1 L2 D SW
400 1/8“-28 1/8“-28 23,0 8,0 8,0 4,5 14 1050508-02-02
400 1/4“-19 1/4“-19 29,0 10,0 10,0 6,0 19 1050508-04-04
400 3/8“-19 3/8“-19 35,0 12,0 12,0 9,0 22 1050508-06-06
400 1/2“-14 1/2“-14 41,0 14,0 14,0 13,0 27 1050508-08-08
400 3/4“-14 3/4“-14 46,0 16,0 16,0 18,0 32 1050508-12-12
400 1“-11 1“-11 52,0 18,0 18,0 23,5 41 1050508-16-16
200 1 1/4“-11 1 1/4“-11 58,0 20,0 20,0 30,0 50 1050508-20-20
200 1 1/2“-11 1 1/2“-11 61,0 22,0 22,0 37,0 55 1050508-24-24
100 2“-11 2“-11 67,0 25,0 25,0 45,0 70 1050508-32-32



www.ph-hydraulik.de	 Rubrik Nr. 5.9 

5

GERADE - ADAPTER
STRAIGHT - ADAPTORS

BSP - BSP - Flachdichtend
Mit angedrehter Dichtkante Form B
Männlich - Männlich

5
BSP - BSP - Flat face 
With Sealing Shoulder Form B
Male - Male - Parallel

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSP G1 = BSP L L1 L2 D SW
400 1/8“-28 1/8“-28 23,0 8,0 8,0 4,5 14 1050521-02-02
400 1/4“-19 1/4“-19 29,0 10,0 10,0 6,0 19 1050521-04-04
400 3/8“-19 3/8“-19 35,0 12,0 12,0 9,0 22 1050521-06-06
400 1/2“-14 1/2“-14 41,0 14,0 14,0 13,0 27 1050521-08-08
400 5/8“-14 5/8“-14 43,5 16,0 16,0 14,5 30 1050521-10-10
400 3/4“-14 3/4“-14 46,0 16,0 16,0 18,0 32 1050521-12-12
400 1“-11 1“-11 52,0 18,0 18,0 23,5 41 1050521-16-16
200 1 1/4“-11 1 1/4“-11 58,0 20,0 20,0 30,0 50 1050521-20-20
200 1 1/2“-11 1 1/2“-11 61,0 22,0 22,0 37,0 55 1050521-24-24
100 2“-11 2“-11 67,0 25,0 25,0 45,0 70 1050521-32-32
70 2 1/2“-11 2 1/2“-11 70,0 26,0 26,0 51,0 90 1050521-40-40



Rubrik Nr.  5.10  	 www.ph-hydraulik.de

GERADE - ADAPTER
STRAIGHT - ADAPTORS

BSP - BSP 
Mit 60°-Innenkonus und angedrehter Dichtkante Form B
Männlich - Männlich

5
With 60°-Cone and Sealing Shoulder Form B 
BSP - Male - Male

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSP G1 = BSP L L1 L2 D D1 SW
400 1/4“-19 1/8“-28 28,0 12,0 8,0 6,0 4,5 19 1050510-04-02
400 3/8“-19 1/8“-28 30,5 12,0 8,0 9,0 4,5 22 1050510-06-02
400 3/8“-19 1/4“-19 33,0 12,0 10,0 9,0 6 22 1050510-06-04
400 1/2“-14 1/8“-28 34,0 14,0 8,0 13,0 4,5 27 1050510-08-02
400 1/2“-14 1/4“-19 38,0 14,0 11,0 12,5 7 27 1050510-08-04
400 1/2“-14 3/8“-19 40,0 14,0 12,0 13,0 9 27 1050510-08-06
400 5/8“-14 3/8“-19 40,0 14,0 12,0 14,0 8 30 1050510-10-06
400 5/8“-14 1/2“-14 42,0 16,0 14,0 14,5 11,5 30 1050510-10-08
400 3/4“-14 1/4“-19 39,5 16,0 10,0 18,0 6 32 1050510-12-04
400 3/4“-14 3/8“-19 41,0 16,0 12,0 18,0 9 32 1050510-12-06
400 3/4“-14 1/2“-14 45,0 16,0 14,0 18,0 13 32 1050510-12-08
400 3/4“-14 5/8“-14 45,0 16,0 16,0 17,0 14,5 32 1050510-12-10
400 1“-11 3/8“-19 47,0 18,0 12,0 23,0 9 41 1050510-16-06
400 1“-11 1/2“-14 48,0 18,0 14,0 23,5 13 41 1050510-16-08
400 1“-11 3/4“-14 53,0 18,0 16,0 23,5 17 41 1050510-16-12
200 1 1/4“-11 1/2“-14 51,0 20,0 14,0 30,0 13 50 1050510-20-08
200 1 1/4“-11 3/4“-14 53,5 20,0 16,0 30,5 18 50 1050510-20-12
200 1 1/4“-11 1“-11 58,0 20,0 18,0 30,5 23 50 1050510-20-16
200 1 1/2“-11 3/4“-14 55,0 22,0 16,0 37,0 17 55 1050510-24-12
200 1 1/2“-11 1“-11 57,0 22,0 18,0 37,0 23,5 55 1050510-24-16
200 1 1/2“-11 1 1/4“-11 61,0 22,0 20,0 37,0 30 55 1050510-24-20
100 2“-11 1“-11 62,0 25,0 18,0 43,0 23,5 70 1050510-32-16
100 2“-11 1 1/4“-11 62,0 25,0 20,0 45,0 30 70 1050510-32-20
100 2“-11 1 1/2“-11 64,0 25,0 22,0 45,0 37 70 1050510-32-24



www.ph-hydraulik.de	 Rubrik Nr. 5.11 

5

GERADE - ADAPTER
STRAIGHT - ADAPTORS

BSP - BSP
Mit 60°-Innenkonus
wd = Abdichtung durch Profildichtung - FPM
Männlich - Männlich

5
BSP - BSP
With 60°-Cone
wd = Sealing by an Elastomer Profiled Ring - FPM
Male - Male - Parallel

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSP G1 = BSP L L1 L2 D D1 SW
400 1/4“-19 1/8“-28 28,0 12,0 8,0 6,0 4,5 19 1050508-04-02
400 3/8“-19 1/8“-28 30,5 12,0 8,0 9,0 4,5 22 1050508-06-02
400 3/8“-19 1/4“-19 33,0 12,0 10,0 9,0 6,0 22 1050508-06-04
400 1/2“-14 1/4“-19 38,0 14,0 11,0 12,5 7,0 27 1050508-08-04
400 1/2“-14 3/8“-19 40,0 14,0 12,0 13,0 9,0 27 1050508-08-06
400 3/4“-14 1/4“-19 39,5 16,0 10,0 18,0 6,0 32 1050508-12-04
400 3/4“-14 3/8“-19 41,0 16,0 12,0 18,0 9,0 32 1050508-12-06
400 3/4“-14 1/2“-14 45,0 16,0 14,0 18,0 13,0 32 1050508-12-08
400 1“-11 3/8“-19 47,0 18,0 12,0 23,0 9,0 41 1050508-16-06
400 1“-11 1/2“-14 48,0 18,0 14,0 23,5 13,0 41 1050508-16-08
400 1“-11 3/4“-14 53,0 18,0 16,0 23,5 17,0 41 1050508-16-12
200 1 1/4“-11 1/2“-14 51,0 20,0 14,0 30,0 13,0 50 1050508-20-08
200 1 1/4“-11 3/4“-14 53,5 20,0 16,0 30,5 18,0 50 1050508-20-12
200 1 1/4“-11 1“-11 58,0 20,0 18,0 30,5 23,0 50 1050508-20-16
200 1 1/2“-11 3/4“-14 55,0 22,0 16,0 37,0 17,0 55 1050508-24-12
200 1 1/2“-11 1“-11 57,0 22,0 18,0 37,0 23,5 55 1050508-24-16
200 1 1/2“-11 1 1/4“-11 61,0 22,0 20,0 37,0 30,0 55 1050508-24-20
100 2“-11 1“-11 62,0 25,0 18,0 43,0 23,5 70 1050508-32-16
100 2“-11 1 1/4“-11 62,0 25,0 20,0 45,0 30,0 70 1050508-32-20
100 2“-11 1 1/2“-11 64,0 25,0 22,0 45,0 37,0 70 1050508-32-24



Rubrik Nr.  5.12  	 www.ph-hydraulik.de

GERADE - ADAPTER
STRAIGHT - ADAPTORS

BSP - Zylindrisch - Männlich mit 60°-Konus und angedrehter 
Dichtkante Form B
NPT - Männlich mit 60°-Konus
Andere Größen auf Anfrage!

5
BSP - Male with 60°-Cone and Sealing Shoulder Form B
NPT - Male with 60°-Cone
Other sizes on request!

Reihe / Series A
Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSP G1 = NPT L L1 L2 D SW
400 1/8“-28 1/8“-27 24,5 8,0 10,0 4,0 14 1052810-02-02
400 1/4“-19 1/4“-18 32,5 10,0 15,0 6,0 19 1052810-04-04
400 3/8“-19 3/8“-18 38,0 12,0 15,3 9,0 22 1052810-06-06
400 1/2“-14 1/2“-14 43,0 14,0 20,0 12,5 27 1052810-08-08
400 3/4“-14 3/4“-14 47,0 16,0 20,0 17,5 32 1052810-12-12
400 1“-11 1“-11,5 54,5 18,0 25,0 22,5 41 1052810-16-16
200 1 1/4“-11 1 1/4“-11,5 66,0 20,0 25,5 30,0 50 1052810-20-20
200 1 1/2“-11 1 1/2“-11,5 64,0 22,0 26,0 37,0 55 1052810-24-24
100 2“-11 2“-11,5 66,0 25,0 26,0 45,0 70 1052810-32-32

Reihe / Series B
Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSP G1 = NPT L L1 L2 D SW
400 1/8“-28 1/4“-18 30,0 8,0 15,0 4,0 14 1052810-02-04
400 1/4“-19 1/8“-27 27,5 10,0 10,0 4,0 19 1052810-04-02
400 1/4“-19 3/8“-18 33,0 10,0 15,3 6,0 19 1052810-04-06
400 1/4“-19 1/2“-14 40,0 10,0 20,0 6,0 22 1052810-04-08
400 3/8“-19 1/4“-18 35,5 12,0 15,0 7,0 22 1052810-06-04
400 3/8“-19 1/2“-14 42,0 12,0 20,0 9,0 22 1052810-06-08
400 3/8“-19 3/4“-14 42,0 12,0 20,0 9,0 27 1052810-06-12
400 1/2“-14 1/4“-18 40,0 14,0 15,0 7,0 27 1052810-08-04
400 1/2“-14 3/8“-18 40,0 14,0 15,3 9,0 27 1052810-08-06
400 1/2“-14 3/4“-14 45,0 14,0 20,0 12,0 27 1052810-08-12
400 1/2“-14 1“-11,5 50,0 14,0 25,0 12,5 36 1052810-08-16
400 3/4“-14 1/2“-14 45,0 16,0 20,0 12,5 32 1052810-12-08
400 3/4“-14 1“-11,5 52,0 16,0 25,0 17,5 36 1052810-12-16
400 1“-11 3/8“-18 45,0 18,0 15,3 9,0 41 1052810-16-06
400 1“-11 1/2“-14 50,0 18,0 20,0 12,5 41 1052810-16-08
400 1“-11 3/4“-14 50,0 18,0 20,0 15,0 41 1052810-16-12
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5

GERADE - ADAPTER
STRAIGHT - ADAPTORS

NPT - Männlich mit 60°-Konus

5
NPT - Male with 60°-Cone

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = NPT G1 = NPT L L1 D SW
630 1/8“-27 1/8“-27 27,0 10,0 5,0 12 1282810-02-02
630 1/4“-18 1/4“-18 36,5 15,0 7,0 14 1282810-04-04
630 3/8“-18 3/8“-18 36,5 15,3 9,0 19 1282810-06-06
630 1/2“-14 1/2“-14 48,4 20,0 13,5 22 1282810-08-08
630 3/4“-14 3/4“-14 50,0 20,0 18,0 27 1282810-12-12
400 1“-11,5 1“-11,5 59,0 25,0 21,0 36 1282810-16-16
400 1 1/4“-11,5 1 1/4“-11,5 63,0 25,5 31,5 46 1282810-20-20
400 1 1/2“-11,5 1 1/2“-11,5 65,0 26,0 36,0 50 1282810-24-24
315 2“-11,5 2“-11,5 68,0 26,0 46,0 65 1282810-32-32



Rubrik Nr.  5.14  	 www.ph-hydraulik.de

GERADE - ADAPTER
STRAIGHT - ADAPTORS

NPT - Männlich mit 60°-Konus

5
NPT - Male with 60°-Cone

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = NPT G1 = NPT L L1 L2 D D1 SW
630 1/4“-18 1/8“-27 32,0 15,0 10,0 7,0 5,0 14 1282810-04-02
630 3/8“-18 1/4“-18 36,5 15,3 15,0 7,0 7,0 19 1282810-06-04
630 1/2“-14 1/4“-18 43,0 20,0 15,0 7,0 7,0 22 1282810-08-04
630 1/2“-14 3/8“-18 43,7 20,0 15,3 13,5 8,0 22 1282810-08-06
630 3/4“-14 1/2“-14 50,0 20,0 20,0 18,0 13,5 27 1282810-12-08
400 1“-11,5 1/2“-14 54,0 25,0 20,0 21,0 13,5 36 1282810-16-08
400 1“-11,5 3/4“-14 54,2 25,0 20,0 21,0 18,0 36 1282810-16-12
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5

GERADE - ADAPTER
STRAIGHT - ADAPTORS

BSP - Kegelig
BSP - Kegelig

5
BSP - Taper 
BSP - Taper

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSPT G1 = BSPT L L1 D SW
400 1/8“-28 1/8“-28 22,0 8,0 4,0 12 1070710-02-02
400 1/4“-19 1/4“-19 30,0 12,0 5,0 14 1070710-04-04
400 3/8“-19 3/8“-19 31,0 12,0 8,0 19 1070710-06-06
400 1/2“-14 1/2“-14 38,0 14,0 13,5 22 1070710-08-08
400 3/4“-14 3/4“-14 43,0 16,0 18,0 27 1070710-12-12
400 1“-11 1“-11 47,0 18,0 22,5 36 1070710-16-16
200 1 1/4“-11 1 1/4“-11 52,0 20,0 29,0 46 1070710-20-20
200 1 1/2“-11 1 1/2“-11 58,0 22,0 33,5 50 1070710-24-24
100 2“-11 2“-11 68,0 26,0 46,0 65 1070710-32-32



Rubrik Nr.  5.16  	 www.ph-hydraulik.de

GERADE - ADAPTER
STRAIGHT - ADAPTORS

BSP - Kegelig
BSP - Kegelig

5
BSP - Taper 
BSP - Taper

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSPT G1 = BSPT L L1 L2 D D1 SW
400 1/4“-19 1/8“-28 26,0 12,0 8,0 5,0 5,0 14 1070710-04-02
400 3/8“-19 1/4“-19 31,0 12,0 12,0 8,0 8,0 19 1070710-06-04
400 1/2“-14 3/8“-19 34,0 14,0 12,0 11,5 8,0 22 1070710-08-06
400 3/4“-14 1/2“-14 39,0 16,0 14,0 18,0 13,5 27 1070710-12-08
400 1“-11 3/4“-14 45,0 18,0 19,0 22,5 17,0 36 1070710-16-12
200 1 1/4“-11 1“-11 50,0 20,0 18,0 29,0 22,5 46 1070710-20-16
200 1 1/2“-11 1 1/4“-11 56,0 22,0 20,0 33,5 29,0 50 1070710-24-20



www.ph-hydraulik.de	 Rubrik Nr. 5.17 

5

GERADE - DICHTKEGEL - ADAPTER 
STRAIGHT - MALE - FEMALE - ADAPTORS

BSP - Weiblich mit drehbarer Mutter  
für 60°-Gegenanschluss
BSP - Kegelig - Männlich

5
BSP - Female with Swivle Nut for 60°-Connection
BSP - Taper - Male

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSPT G1 = BSP L L1 D SW SW1
400 1/8“-28 1/8“-28 23,0 8,0 4,0 12 14 2070511-02-02
400 1/4“-19 1/4“-19 28,0 12,0 5,0 14 19 2070511-04-04
400 3/8“-19 3/8“-19 30,6 12,0 8,0 19 22 2070511-06-06
400 1/2“-14 1/2“-14 37,0 14,0 9,5 24 27 2070511-08-08
400 3/4“-14 3/4“-14 39,0 16,0 16,5 27 32 2070511-12-12
400 1“-11 1“-11 44,3 18,0 22,5 36 41 2070511-16-16
200 1 1/4“-11 1 1/4“-11 51,9 20,0 29,0 46 50 2070511-20-20
200 1 1/2“-11 1 1/2“-11 54,6 22,0 33,5 50 55 2070511-24-24
100 2“-11 2“-11 69,0 26,0 42,0 65 70 2070511-32-32



Rubrik Nr.  5.18  	 www.ph-hydraulik.de

SW

PH

BSP - Weiblich mit drehbarer Mutter  
für 60°-Gegenanschluss 
NPT - Männlich

5
BSP - Female with Swivel Nut for 60°-Connection 
NPT - Male

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = NPT G1 = BSP L L1 D D1 SW SW1
400 1/8“-27 1/8“-28 25,0 10,0 4,0 4,0 12 14 2280511-02-02
400 1/4“-18 1/4“-19 32,0 15,0 7,0 5,0 14 19 2280511-04-04
400 3/8“-18 1/4“-19 32,0 15,3 10,3 5,0 19 19 2280511-04-06
400 1/4“-18 3/8“-19 33,6 15,0 7,0 7,0 17 22 2280511-06-04
400 3/8“-18 3/8“-19 33,0 15,3 10,0 8,0 19 22 2280511-06-06
400 1/2“-14 3/8“-19 40,8 20,0 13,5 8,0 22 22 2280511-06-08
400 3/8“-18 1/2“-14 34,8 15,3 10,3 9,5 19 27 2280511-08-06
400 1/2“-14 1/2“-14 42,0 20,0 13,5 9,5 22 27 2280511-08-08
400 3/4“-14 1/2“-14 41,0 20,0 16,5 9,5 27 27 2280511-08-12
400 1/2“-14 3/4“-14 43,0 20,0 13,5 16,5 27 32 2280511-12-08
400 3/4“-14 3/4“-14 43,0 20,0 16,5 16,5 27 32 2280511-12-12
400 1“-11,5 3/4“-14 48,5 25,0 24,0 16,5 36 32 2280511-12-16
400 1“-11 1“-11 49,5 25,0 24,0 21,0 36 41 2280511-16-16
200 1 1/4“-11,5 1 1/4“-11 53,0 25,5 28,0 28,0 46 50 2280511-20-20
200 1 1/2“-11,5 1 1/2“-11 57,0 26,0 32,5 32,5 50 55 2280511-24-24
100 2“-11,5 2“-11 69,0 26,0 42,0 42,0 65 70 2280511-32-32

GERADE - DICHTKEGEL - ADAPTER 
STRAIGHT - MALE - FEMALE - ADAPTORS
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5

GERADE - DICHTKEGEL - ADAPTER 
STRAIGHT - MALE - FEMALE - ADAPTORS

BSP - Weiblich mit drehbarer Mutter 
BSP - Männlich mit 60°-Konus  
und angedrehter Dichtkante Form B

5
BSP - Female with Swivel Nut 
BSP - Male with 60°-Cone  
and Sealing Shoulder Form B

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G1 G L L1 D D1 SW SW1
400 1/8“-28 1/8“-28 23,5 8,0 4,0 4,0 14 14 2050511-02-02
400 1/8“-28 1/4“-19 27,5 12,0 4,0 4,0 19 14 2050511-02-04
400 1/4“-19 1/8“-28 27,0 8,0 4,0 4,0 14 19 2050511-04-02
400 1/4“-19 1/4“-19 30,0 12,0 5,0 5,0 19 19 2050511-04-04
400 1/4“-19 3/8“-19 31,5 12,0 9,0 5,0 22 19 2050511-04-06
400 1/4“-19 1/2“-14 35,5 14,0 11,5 5,0 27 19 2050511-04-08
400 3/8“-19 1/8“-28 26,0 8,0 4,5 4,5 17 19 2050511-06-02
400 3/8“-19 1/4“-19 31,5 12,0 5,0 8,0 19 22 2050511-06-04
400 3/8“-19 3/8“-19 32,5 12,0 8,0 8,0 22 22 2050511-06-06
400 3/8“-19 1/2“-14 37,0 14,0 11,5 8,0 27 22 2050511-06-08
400 1/2“-14 1/4“-19 31,5 12,0 5,0 11,0 19 27 2050511-08-04
400 1/2“-14 3/8“-19 32,5 12,0 9,0 9,0 22 27 2050511-08-06
400 1/2“-14 1/2“-14 36,0 14,0 11,0 11,0 27 27 2050511-08-08
400 1/2“-14 3/4“-14 39,5 16,0 11,0 11,0 32 27 2050511-08-12
400 3/4“-14 1/2“-14 42,0 14,0 11,5 16,0 27 32 2050511-12-08
400 3/4“-14 3/4“-14 41,0 16,0 16,5 16,5 32 32 2050511-12-12
400 3/4“-14 1“-11 45,0 18,0 22,5 16,5 41 32 2050511-12-16
400 1“-11 3/4“-14 44,0 18,0 17,0 22,0 32 41 2050511-16-12
400 1“-11 1“-11 45,5 18,0 22,0 22,0 41 41 2050511-16-16
200 1“-11 1 1/4“-11 49,5 20,0 29,0 22,5 50 41 2050511-16-20
200 1 1/4“-11 1“-11 53,0 18,0 22,0 22,0 41 50 2050511-20-16
200 1 1/4“-11 1 1/4“-11 48,5 20,0 28,0 28,0 50 50 2050511-20-20
200 1 1/2“-11 1 1/2“-11 53,0 22,0 33,0 33,0 55 55 2050511-24-24
100 2“-11 2“-11 72,0 23,0 42,0 42,0 70 70 2050511-32-32



Rubrik Nr.  5.20  	 www.ph-hydraulik.de

Weiblich - BSP - BSP
mit drehbarer Mutter an beiden Seiten

5
Female - BSP - BSP
with Swivel Nut at both sides

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G1 G L D SW
400 1/8“-28 1/8“-28 21,0 4,0 14 3050511-02-02
400 1/4“-19 1/4“-19 26,0 5,0 19 3050511-04-04
400 3/8“-19 3/8“-19 30,0 8,0 22 3050511-06-06
400 1/2“-14 1/2“-14 29,0 11,0 27 3050511-08-08
400 3/4“-14 3/4“-14 34,0 16,5 32 3050511-12-12
400 1“-11 1“-11 36,0 22,0 41 3050511-16-16
200 1 1/4“-11 1 1/4“-11 38,0 28,0 50 3050511-20-20
200 1 1/2“-11 1 1/2“-11 51,0 34,0 55 3050511-24-24
100 2“-11 2“-11 66,0 42,0 70 3050511-32-32

DOPPEL - DICHTKEGEL - ADAPTER
SWIVELE - FEMALE - ADAPTORS

Weiblich - BSP - BSP
mit drehbarer Mutter an beiden Seiten

5
Female - BSP - BSP
with Swivel Nut at both sides

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G G1 L D D1 SW1 SW2
400 1/4“-19 1/8“-28 19 14 3050511-04-02
400 3/8“-19 1/4“-19 30,0 8,0 5,0 22 19 3050511-06-04
400 1/2“-14 3/8“-19 30,0 11,0 8,0 27 22 3050511-08-06
400 3/4“-14 1/2“-14 31,0 16,5 11,0 32 27 3050511-12-08
400 1“-11 3/4“-14 35,0 22,0 16,5 41 32 3050511-16-12
200 1 1/4“-11 1“-11 50 41 3050511-20-16
200 1 1/2“-11 1 1/4“-11 47,5 34,0 28,0 55 50 3050511-24-20

2:1

20.04.20 Diana

13050511_redu.

3050511_redu.

1.4571

Ers. f.

Bl.

Maßstab

Datum Name

Zust. Änderung Datum Name

Bearb.

Gepr.

Norm

Urspr.

Benennung

Zeichnung Nr. Blatt

A

B

C

1234

D

Werkstoff
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5

DOPPEL - DICHTKEGEL - ADAPTER
SWIVELE - FEMALE - ADAPTORS

Weiblich - BSP - BSP 
mit drehbarer Mutter an beiden Seiten

5
Female - BSP - BSP 
with Swivel Nut at both sides

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G L D SW1 SW2
400 1/8“-28 18,0 4,0 12 14 4050511-02
400 1/4“-19 23,5 6,0 14 19 4050511-04
400 3/8“-19 25,5 8,0 17 22 4050511-06
400 1/2“-14 29,5 11,0 19 27 4050511-08
400 3/4“-14 37,0 16,0 27 32 4050511-12
400 1“-11 43,0 22,0 36 41 4050511-16
200 1 1/4“-11 51,0 28,0 41 50 4050511-20
200 1 1/2“-11 50,0 33,5 50 55 4050511-24
100 2“-11 80,0 42,0 65 70 4050511-32



Rubrik Nr.  5.22  	 www.ph-hydraulik.de

Weiblich - BSP - BSP - BSP 
mit drehbarer Mutter an allen Seiten

5
Female - BSP - BSP - BSP 
with Swivel Nut at all sides

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G L L1 D SW1 SW2
400 1/8“-28 18,0 18,0 4,0 12 14 4150511-02
400 1/4“-19 23,5 23,5 6,0 14 19 4150511-04
400 3/8“-19 25,5 25,5 8,0 17 22 4150511-06
400 1/2“-14 29,5 29,5 11,0 19 27 4150511-08
400 3/4“-14 37,0 37,0 16,0 27 32 4150511-12
400 1“-11 43,0 43,0 22,0 36 41 4150511-16
200 1 1/4“-11 51,0 51,0 28,0 41 50 4150511-20
200 1 1/2“-11 50,0 50,0 33,5 50 55 4150511-24
100 2“-11 80,0 80,0 42,0 65 70 4150511-32

DOPPEL - DICHTKEGEL - ADAPTER
SWIVELE - FEMALE - ADAPTORS
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5

DOPPEL - DICHTKEGEL - ADAPTER
SWIVELE - FEMALE - ADAPTORS

Weiblich - BSP
alle Seiten mit drehbarer Mutter

5
Female - BSP
all sides with Swivel Nut

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G L L1 D SW1 SW2
400 1/8“-28 18,0 18,0 4,0 12 14 4250511-02
400 1/4“-19 23,5 23,5 6,0 14 19 4250511-04
400 3/8“-19 25,5 25,5 8,0 17 22 4250511-06
400 1/2“-14 29,5 29,5 11,0 19 27 4250511-08
400 3/4“-14 37,0 37,0 16,0 27 32 4250511-12
400 1“-11 43,0 43,0 22,0 36 41 4250511-16
200 1 1/4“-11 51,0 51,0 28,0 41 50 4250511-20
200 1 1/2“-11 50,0 50,0 33,5 50 55 4250511-24

2“-11 70 4250511-32



Rubrik Nr.  5.24  	 www.ph-hydraulik.de

AUSSENGEWINDE - ADAPTER
MALE - ADAPTORS

Männlich - BSP - BSP 
mit 60°-Konus

5
Male - BSP - BSP 
with 60°-Cone

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G L L1 D SW
400 1/8“-28 20,0 20,0 4,0 12 1350510-02
400 1/4“-19 24,5 24,5 6,0 14 1350510-04
400 3/8“-19 25,5 25,5 8,0 17 1350510-06
400 1/2“-14 29,5 29,5 11,0 19 1350510-08
400 3/4“-14 37,0 37,0 16,0 27 1350510-12
400 1“-11 43,0 43,0 22,0 36 1350510-16
200 1 1/4“-11 51,0 51,0 28,5 41 1350510-20
200 1 1/2“-11 59,0 59,0 33,5 50 1350510-24
100 2“-11 77,5 77,5 45,0 65 1350510-32
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5

AUSSENGEWINDE - ADAPTER
MALE - ADAPTORS

BSP - Zylindrisch - Männlich mit 60°-Konus 
BSP - Kegelig - Männlich

5
BSP - Male with 60°-Cone 
BSP - Taper - Male

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSP zyl. G1 = keg. L L1 D SW
400 1/8“-28 1/8“-28 20,0 20,0 4,0 12 1350500-02
400 1/4“-19 1/4“-19 24,5 26,0 6,0 14 1350500-04
400 3/8“-19 3/8“-19 25,5 25,5 8,0 17 1350500-06
400 1/2“-14 1/2“-14 29,5 35,0 11,0 19 1350500-08
400 3/4“-14 3/4“-14 37,0 37,0 16,0 27 1350500-12
400 1“-11 1“-11 43,0 43,0 22,0 36 1350500-16
200 1 1/4“-11 1 1/4“-11 51,0 51,0 28,5 41 1350500-20
200 1 1/2“-11 1 1/2“-11 59,0 63,0 33,5 50 1350500-24
100 2“-11 2“-11 77,5 77,5 45,0 65 1350500-32

BSP - Zylindrisch - Männlich mit 60°-Konus 
NPT - Männlich

5
BSP - Male with 60°-Cone 
NPT - Male

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSP zyl. G1 = NPT L L1 D SW
400 1/8“-28 1/8“-27,0 20,0 20,0 4,0 12 1350522-02
400 1/4“-19 1/4“-18,0 24,5 26,0 6,0 14 1350522-04
400 3/8“-19 3/8“-18,0 25,5 25,5 8,0 17 1350522-06
400 1/2“-14 1/2“-14,0 29,5 35,0 11,0 19 1350522-08
400 3/4“-14 3/4“-14,0 37,0 37,0 16,0 27 1350522-12
400 1“-11 1“-11,5 43,0 43,0 22,0 36 1350522-16
200 1 1/4“-11 1 1/4“-11,5 51,0 51,0 28,5 41 1350522-20
200 1 1/2“-11 1 1/2“-11,5 59,0 63,0 33,5 50 1350522-24
100 2“-11 2“-11,5 77,5 77,5 45,0 65 1350522-32



Rubrik Nr.  5.26  	 www.ph-hydraulik.de

AUSSENGEWINDE - ADAPTER
MALE - ADAPTORS

Männlich - NPT - NPT 
mit 60°-Konus

5
Male - NPT - NPT 
with 60°-Cone

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = NPT L L1 D SW
420 1/8“-27 20,0 20,0 5,0 12 1350511-02
420 1/4“-18 28,0 28,0 7,0 14 1350511-04
420 3/8“-18 31,0 31,0 10,0 19 1350511-06
420 1/2“-14 35,0 35,0 14,0 24 1350511-08
420 3/4“-14 40,0 40,0 18,0 36 1350511-12
420 1“-11,5 50,0 50,0 24,0 41 1350511-16
315 1 1/4“-11,5 56,0 56,0 30,0 50 1350511-20
315 1 1/2“-11,5 59,0 59,0 37,0 50 1350511-24
315 2“-11,5 76,0 76,0 45,0 65 1350511-32



www.ph-hydraulik.de	 Rubrik Nr. 5.27 

5

AUSSENGEWINDE - ADAPTER
MALE - ADAPTORS

Männlich - BSP - BSP - BSP
mit 60°-Konus

5
Male - BSP - BSP - BSP 
with 60°-Cone

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G L L1 D SW
400 1/8“-28 20,0 20,0 4,0 12 1450510-02
400 1/4“-19 24,5 24,5 6,0 14 1450510-04
400 3/8“-19 25,5 25,5 8,0 17 1450510-06
400 1/2“-14 29,5 29,5 11,0 19 1450510-08
400 3/4“-14 37,0 37,0 16,0 27 1450510-12
400 1“-11 43,0 43,0 22,0 36 1450510-16
200 1 1/4“-11 51,0 51,0 28,5 41 1450510-20
200 1 1/2“-11 59,0 59,0 33,5 50 1450510-24
100 2“-11 77,5 77,5 45,0 65 1450510-32



Rubrik Nr.  5.28  	 www.ph-hydraulik.de

AUSSENGEWINDE - ADAPTER
MALE - ADAPTORS

Männlich - BSP 
alle Seiten mit 60°-Konus

5
Male - BSP
all sides with 60°-Cone

Druck
Pressure

Gewinde
Thread

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G
400 1/8“-28 1550510-02
400 1/4“-19 1550510-04
400 3/8“-19 1550510-06
400 1/2“-14 1550510-08
400 3/4“-14 1550510-12
400 1“-11 1550510-16
200 1 1/4“-11 1550510-20
200 1 1/2“-11 1550510-24

2“-11 1550510-32



www.ph-hydraulik.de	 Rubrik Nr. 5.29 

5

60°
G
D

L

G

SW

PH

L1

Männlich - NPT mit 60°-Konus - Weiblich - NPT

5
Male - NPT with 60°-Cone - Female - NPT

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = NPT L L1 D SW
420 1/8“-27 20,0 22,0 5,0 17 1350512-02
420 1/4“-18 22,5 30,0 7,0 19 1350512-04
420 3/8“-18 26,3 32,0 10,0 24 1350512-06
420 1/2“-14 31,0 37,0 14,0 27 1350512-08
420 3/4“-14 33,5 43,0 18,0 36 1350512-12
420 1“-11,5 43,0 50,0 24,0 41 1350512-16
315 1 1/4“-11,5 51,0 56,0 30,0 50 1350512-20
315 1 1/2“-11,5 53,0 67,0 36,0 65 1350512-24

WINKEL - ADAPTER 
ELBOW - ADAPTORS 



Rubrik Nr.  5.30  	 www.ph-hydraulik.de

KOMPAKT - WINKEL - ADAPTER
BLOCK - ELBOW - ADAPTORS

90°- Winkel - Kompakt - Adapter 
Männlich - BSP - Starr mit 60°-Konus
Weiblich - Mit drehbarer Mutter

5
90°- Block - Elbow - Adaptors 
Male - BSP - Fixed with 60°-Cone
Female - With Swivel Nut

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G L L1 D SW1 SW2
400 1/8“-28 20,0 18,0 4,0 12 14 1560510-02
400 1/4“-19 24,5 23,5 6,0 14 19 1560510-04
400 3/8“-19 25,5 25,5 8,0 17 22 1560510-06
400 1/2“-14 29,5 29,5 11,0 19 27 1560510-08
400 3/4“-14 37,0 37,0 16,0 27 32 1560510-12
400 1“-11 43,0 43,0 22,0 36 41 1560510-16
200 1 1/4“-11 51,0 51,0 28,0 41 50 1560510-20
200 1 1/2“-11 59,0 50,0 33,5 50 55 1560510-24
100 2“-11 77,5 80,0 42,0 65 70 1560510-32



www.ph-hydraulik.de	 Rubrik Nr. 5.31 

5

KOMPAKT - WINKEL - ADAPTER
BLOCK - ELBOW - ADAPTORS

45°- Winkel - Kompakt - Adapter 
Männlich - BSP - Starr mit 60°-Konus
Weiblich - Mit drehbarer Mutter

5
45°- Block - Elbow - Adaptors 
Male - BSP - Fixed with 60°-Cone
Female - With Swivel Nut

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G L1 L2 D SW SW1
400 1/8“-28 14,0 15,0 3,5 12 14 1545510-02
400 1/4“-19 21,0 21,0 6,0 14 19 1545510-04
400 3/8“-19 24,0 25,0 8,0 19 22 1545510-06
400 1/2“-14 27,0 29,0 11,0 22 27 1545510-08
400 3/4“-14 31,0 30,0 17,0 27 32 1545510-12
400 1“-11 35,0 32,0 22,0 36 41 1545510-16
200 1 1/4“-11 37,0 34,0 28,0 50 50 1545510-20
200 1 1/2“-11 46,0 47,0 33,5 50 55 1545510-24
100 2“-11 56,4 59,0 42,0 65 70 1545510-32
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T - ADAPTER
TEE - ADAPTORS

LE - Adapter 
Männlich - Starr - BSP mit 60°-Konus
Weiblich - Drehbar - BSP

5
Run -Tee -Adaptors 
Male - Fixed - BSP with 60°-Cone
Female - Swivel - BSP

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G L L1 L2 D SW1
400 1/8“-28 20,0 18,0 20,0 4,0 12 1570510-02
400 1/4“-19 24,5 24,5 24,5 6,0 14 1570510-04
400 3/8“-19 25,5 25,5 25,5 8,0 17 1570510-06
400 1/2“-14 29,5 29,5 29,5 11,0 19 1570510-08
400 3/4“-14 37,0 37,0 37,0 16,0 27 1570510-12
400 1“-11 43,0 43,0 43,0 22,0 36 1570510-16
200 1 1/4“-11 51,0 51,0 51,0 28,0 41 1570510-20
200 1 1/2“-11 59,0 50,0 59,0 33,5 50 1570510-24
100 2“-11 77,5 80,0 77,5 42,0 65 1570510-32



www.ph-hydraulik.de	 Rubrik Nr. 5.33 

5

T - ADAPTER
TEE - ADAPTORS

TE - Adapter 
Männlich - Starr - BSP mit 60°-Konus 
Weiblich - Drehbar - BSP

5
Brunch - Tee - Adaptors 
Male - Fixed - BSP with 60°-Cone
Female - Swivel - BSP

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G L L1 D SW1 SW2
400 1/8“-28 20,0 18,0 4,0 12 14 1580510-02
400 1/4“-19 24,5 23,5 6,0 14 19 1580510-04
400 3/8“-19 25,5 25,5 8,0 17 22 1580510-06
400 1/2“-14 29,5 29,5 11,0 19 27 1580510-08
400 3/4“-14 37,0 37,0 16,0 27 32 1580510-12
400 1“-11 43,0 43,0 22,0 36 41 1580510-16
200 1 1/4“-11 51,0 51,0 28,0 41 50 1580510-20
200 1 1/2“-11 59,0 50,0 33,5 50 55 1580510-24
100 2“-11 77,5 80,0 42,0 65 70 1580510-32
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INNENGEWINDE - ADAPTER
 FEMALE - ADAPTORS

Weiblich - BSP - Zylindrisch - BSP - Zylindrisch

5
Female - BSP Parallel - BSP Parallel

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G L L1 D SW
400 1/8“-28 20,0 20,0 8,6 17 1350520-02
400 1/4“-19 22,5 22,5 11,8 19 1350520-04
400 3/8“-19 26,2 26,2 15,2 24 1350520-06
400 1/2“-14 31,5 31,5 19,0 27 1350520-08
400 3/4“-14 33,5 33,5 24,6 36 1350520-12
400 1“-11 43,0 43,0 30,7 41 1350520-16
200 1 1/4“-11 51,0 51,0 39,3 50 1350520-20
200 1 1/2“-11 53,0 53,0 45,2 65 1350520-24
100 2“-11 63,0 63,0 56,9 70 1350520-32
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5

INNENGEWINDE - ADAPTER
 FEMALE - ADAPTORS

Weiblich - BSP - Zylindrisch - BSP - Zylindrisch - BSP Zylin-
drisch

5
Female - BSP Parallel - BSP Parallel - BSP Parallel - Fixed

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G L L1 D SW
400 1/8“-28 20,0 20,0 8,6 17 1450520-02
400 1/4“-19 22,5 22,5 11,8 19 1450520-04
400 3/8“-19 26,2 26,2 15,2 24 1450520-06
400 1/2“-14 31,5 31,5 19,0 27 1450520-08
400 3/4“-14 33,5 33,5 24,6 36 1450520-12
400 1“-11 43,0 43,0 30,7 41 1450520-16
200 1 1/4“-11 51,0 51,0 39,3 50 1450520-20
200 1 1/2“-11 53,0 53,0 45,2 65 1450520-24
100 2“-11 63,0 63,0 56,9 70 1450520-32



Rubrik Nr.  5.36  	 www.ph-hydraulik.de

INNENGEWINDE - ADAPTER
 FEMALE - ADAPTORS

G D

G
D

L1

SW PH

L

Weiblich - NPT  - NPT

5
Female - NPT - NPT

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = NPT L L1 D SW
420 1/8“-27 20,0 20,0 8,6 17 1350521-02
420 1/4“-18 22,5 22,5 11,8 19 1350521-04
420 3/8“-18 26,2 26,2 15,2 24 1350521-06
420 1/2“-14 31,5 31,5 19,0 27 1350521-08
420 3/4“-14 33,5 33,5 24,6 36 1350521-12
420 1“-11,5 43,0 43,0 30,7 41 1350521-16
315 1 1/4“-11,5 51,0 51,0 39,3 50 1350521-20
315 1 1/2“-11,5 53,0 53,0 45,2 65 1350521-24
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5

INNENGEWINDE - ADAPTER
 FEMALE - ADAPTORS

G
D

SW PH

L L

G D

L1

Weiblich - NPT - NPT - NPT

5
Female - NPT - NPT - NPT

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = NPT L L1 D SW
420 1/8“-27 20,0 20,0 8,6 17 1450521-02
420 1/4“-18 22,5 22,5 11,8 19 1450521-04
420 3/8“-18 26,2 26,2 15,2 24 1450521-06
420 1/2“-14 31,5 31,5 19,0 27 1450521-08
420 3/4“-14 33,5 33,5 24,6 36 1450521-12
420 1“-11,5 43,0 43,0 30,7 41 1450521-16
315 1 1/4“-11,5 51,0 51,0 39,3 50 1450521-20
315 1 1/2“-11,5 53,0 53,0 45,2 65 1450521-24
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BSP - BSP 
Schottausführung mit Kontermutter und 60°-Konus

5
BSP Male - BSP Male 
Both sides with 60°-Cone and Back Nut

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G L L1 L2 D SW1 SW2
400 1/8“-28 42,5 8,0 28,0 4,5 14 14 1050511-02
400 1/4“-19 46,0 11,0 28,0 6,0 19 19 1050511-04
400 3/8“-19 52,0 12,0 32,0 8,0 22 22 1050511-06
400 1/2“-14 59,0 14,0 35,0 11,0 27 27 1050511-08
400 5/8“-14 63,0 16,0 35,0 14,5 30 30 1050511-10
400 3/4“-14 66,0 16,0 38,0 16,5 32 32 1050511-12
400 1“-11 72,0 19,0 41,0 22,5 41 41 1050511-16
200 1 1/4“-11 78,0 20,0 44,0 30,5 50 50 1050511-20
200 1 1/2“-11 84,0 22,0 48,0 37,0 55 55 1050511-24
100 2“-11 91,0 23,0 48,0 46,0 70 70 1050511-32

GERADE - SCHOTT - ADAPTER
STRAIGHT - BULKHEAD - ADAPTORS



www.ph-hydraulik.de	 Rubrik Nr. 5.39 

5

GERADE - SCHOTT- ADAPTER
STRAIGHT - BULKHEAD - ADAPTORS

PH

BSP - Metrisch
Schott-Stutzen mit 24°-Konus für Schneidring- 
verschraubung DIN 2353 / DIN EN ISO 8434-1
mit Kontermutter
Einschraubgewinde:  
Whitworth-Rohrgewinde - Zylindrisch
Abdichtung durch Profildichtung - FPM

5
BSP - Metric
Straight Bulkhead connection for Compression  
Couplings DIN 2353 / DIN EN ISO 8434-1  
with 24°-Cone and backnut
Male-Stud Thread: BSP - Parallel
Sealing by an Elastomer Profiled Ring - FPM

Druck
Pressure

Rohr A.D.
Tube O.D.

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bestellzeichen
Order-Code

PN G = BSP G1 = Metric L L1 L2 D SW1 SW2
500 6 1/4“-19 M 12 x 1,5 53,0 12,0 34,0 4,0 19 17 1050509-04-06-L
500 8 1/4“-19 M 14 x 1,5 53,0 12,0 34,0 6,0 19 19 1050509-04-08-L
500 10 1/4“-19 M 16 x 1,5 57,0 12,0 35,0 7,0 19 22 1050509-04-10-L
500 8 3/8“-19 M 14 x 1,5 56,0 12,0 34,0 6,0 22 19 1050509-06-08-L
500 10 3/8“-19 M 16 x 1,5 55,5 12,0 35,0 8,0 22 22 1050509-06-10-L
400 12 3/8“-19 M 18 x 1,5 56,5 12,0 36,0 10,0 24 24 1050509-06-12-L
630 12 3/8“-19 M 20 x 1,5 62,0 12,0 38,0 8,0 27 27 1050509-06-12-S
400 15 3/8“-19 M 22 x 1,5 58,0 12,0 38,0 10,0 27 30 1050509-06-15-L
500 8 1/2“-14 M 14 x 1,5 57,0 14,0 34,0 6,0 27 19 1050509-08-08-L
500 10 1/2“-14 M 16 x 1,5 58,0 14,0 35,0 8,0 27 22 1050509-08-10-L
400 12 1/2“-14 M 18 x 1,5 60,0 14,0 36,0 10,0 27 24 1050509-08-12-L
630 12 1/2“-14 M 20 x 1,5 63,0 14,0 38,0 8,0 27 27 1050509-08-12-S
400 15 1/2“-14 M 22 x 1,5 62,0 14,0 38,0 12,0 27 30 1050509-08-15-L
630 16 1/2“-14 M 24 x 1,5 64,0 14,0 39,0 12,0 27 32 1050509-08-16-S
400 18 1/2“-14 M 26 x 1,5 63,0 14,0 40,0 15,0 32 36 1050509-08-18-L
400 15 3/4“-14 M 22 x 1,5 64,0 16,0 38,0 12,0 32 30 1050509-12-15-L
630 16 3/4“-14 M 24 x 1,5 69,0 16,0 40,0 12,0 32 32 1050509-12-16-S
400 18 3/4“-14 M 26 x 1,5 66,0 16,0 40,0 15,0 32 36 1050509-12-18-L
250 22 3/4“-14 M 30 x 2 68,0 16,0 42,0 18,0 36 41 1050509-12-22-L
400 18 1“-11 M 26 x 1,5 69,0 18,0 40,0 15,0 41 36 1050509-16-18-L
420 20 1“-11 M 30 x 2 73,0 18,0 44,0 16,0 41 41 1050509-16-20-S
250 22 1“-11 M 30 x 2 73,0 18,0 42,0 19,0 41 41 1050509-16-22-L
420 25 1“-11 M 36 x 2 81,5 18,0 47,0 19,0 46 46 1050509-16-25-S
250 28 1“-11 M 36 x 2 72,0 18,0 43,0 24,0 41 46 1050509-16-28-L
420 30 1 1/4“-11 M 42 x 2 88,0 20,0 51,0 25,0 50 50 1050509-20-30-S
250 42 1 1/2“-11 M 52 x 2 86,0 22,0 47,0 36,0 60 65 1050509-24-42-L



Rubrik Nr.  5.40  	 www.ph-hydraulik.de

GERADE - SCHOTT - ADAPTER
STRAIGHT - BULKHEAD - ADAPTORS

Gegenmuttern für Schottverschraubungen
Innengewinde: Whithworth-Rohrgewinde - Zylindrisch

5
Locknuts for Bulkhead Couplings
Female Thread: BSP - Parallel

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

G H SW
1/8“-28 6,0 14 1050526-02
1/4“-19 6,0 19 1050526-04
3/8“-19 6,0 22 1050526-06
1/2“-14 6,0 27 1050526-08
5/8“-14 7,0 30 1050526-10
3/4“-14 7,0 32 1050526-12
1“-11 11,0 41 1050526-16
1 1/4“-11 11,0 50 1050526-20
1 1/2“-11 9,0 55 1050526-24
2“-11 9,0 70 1050526-32



www.ph-hydraulik.de	 Rubrik Nr. 5.41 

5

EINSTELLBARE - WINKEL -  
VERSCHRAUBUNGEN

ADJUSTABLE - MALE - STUD - ELBOWS

Einstellbare Winkel-Verschraubungen - 90°
BSP - Männlich mit 60°-Konus
Einschraubgewinde G:  
Whitworth-Rohrgewinde - Zylindrisch
Abdichtung durch gekammerten O-Ring FPM - ISO 1179

5
Adjustable Stud Elbows - 90°
BSP - Male with 60°-Cone
Thread: BSP - Parallel
Sealing by Captive O-ring - FPM and Washer - ISO 1179

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

O-Ring 
O-ring

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSP G1 = BSP L L1 SW SW1
400 1/4“-19 1/4“-19 27,0 31,5 14 19 10,77 x 2,62 1350501-04-04
400 3/8“-19 3/8“-19 29,0 37,0 19 22 13,94 x 2,62 1350501-06-06
400 1/2“-14 3/8“-19 32,0 43,0 22 27 17,86 x 2,62 1350501-06-08
400 3/8“-19 1/2“-14 34,0 40,0 22 22 13,94 x 2,62 1350501-08-06
400 1/2“-14 1/2“-14 34,0 43,0 22 27 17,86 x 2,62 1350501-08-08
400 3/4“-14 3/4“-14 41,0 50,0 27 36 23,47 x 2,62 1350501-12-12
400 1“-11 1“-11 46,0 53,0 33 41 29,74 x 2,62 1350501-16-16



Rubrik Nr.  5.42  	 www.ph-hydraulik.de

SECHSKANT - MUFFEN
HEXAGON - SOCKETS

Für Hochdruck 
Gewinde: BSP - Zylindrisch

5
For High Pressure 
Thread: BSP - Parallel

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G L SW
630 1/8“-28 18,0 14 1050512-02-02
630 1/4“-19 25,0 17 1050512-04-04
630 3/8“-19 26,0 22 1050512-06-06
400 1/2“-14 34,0 27 1050512-08-08
400 3/4“-14 36,0 32 1050512-12-12
400 1“-11 43,0 41 1050512-16-16
315 1 1/4“-11 48,0 50 1050512-20-20
315 1 1/2“-11 48,0 55 1050512-24-24
250 2“-11 56,0 70 1050512-32-32



www.ph-hydraulik.de	 Rubrik Nr. 5.43 

5

SECHSKANT - MUFFEN
HEXAGON - SOCKETS

Für Hochdruck
Gewinde: BSP - Zylindrisch - Reduziert

5
For High Pressure
Thread: BSP - Parallel - Reduced

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G1 x G L L1 L2 SW
630 1/4“ x 1/8“ 30,0 13,0 12,0 17 1050512-04-02
630 3/8“ x 1/4“ 32,0 14,0 14,0 22 1050512-06-04
400 1/2“ x 3/8“ 35,0 16,0 14,0 27 1050512-08-06
400 1/2“ x 1/4“ 35,0 16,0 16,0 27 1050512-08-04
400 3/4“ x 1/2“ 38,0 17,0 14,0 32 1050512-12-08
400 3/4“ x 3/8“ 38,0 17,0 14,0 32 1050512-12-06
400 1“ x 3/4“ 42,0 20,0 18,0 41 1050512-16-12
400 1“ x 1/2“ 42,0 20,0 18,0 41 1050512-16-08
315 1 1/4“ x 1“ 48,0 22,0 22,0 50 1050512-20-16
315 1 1/2“ x 1 1/4“ 48,0 24,0 22,0 55 1050512-24-20
250 2“ x 1 1/2“ 56,0 26,0 23,0 70 1050512-32-24



Rubrik Nr.  5.44  	 www.ph-hydraulik.de

SECHSKANT - MUFFEN
HEXAGON - SOCKETS

Für Hochdruck
NPT-Innengewinde

5
For High Pressure 
NPT-Internal Thread

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = NPT L SW
630 1/8“-27 18,0 14 1050516-02
630 1/4“-18 25,0 17 1050516-04
630 3/8“-18 26,0 22 1050516-06
630 1/2“-14 34,0 27 1050516-08
400 3/4“-14 36,0 32 1050516-12
400 1“-11,5 43,0 41 1050516-16
400 1 1/4“-11,5 59,0 50 1050516-20
400 1 1/2“-11,5 59,0 55 1050516-24
315 2“-11,5 59,0 70 1050516-32
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5

SECHSKANT - MUFFEN
HEXAGON - SOCKETS

Für Hochdruck
NPT-Innengewinde - Reduziert

5
For High Pressure
NPT-Innengewinde - Reduced

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = NPT G1 = NPT L L1 L2 SW
400 3/4“-14 1/2“-14 36,0 18,0 15,0 32 1050516-12-08



Rubrik Nr.  5.46  	 www.ph-hydraulik.de

GEWINDE - REDUZIERUNGEN
MALE - FEMALE - STUD - ADAPTORS

Form A
 
Mit 60°-Konus am Außengewinde
 
Beide Gewinde:  
Whitworth-Rohrgewinde - Zylindrisch - DIN / ISO 228
Abdichtung durch Dichtkante Form B

5
Form A
 
With 60°-Cone at Male Thread
 
Both Threads: BSP - Parallel - DIN / ISO 228
Sealing by Sealing Shoulder Form B

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Form
Form

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSP G1 = BSP L L1 L2 D SW
400 3/8“-19 1/8“-28 22,5 12,0 8,0 9,0 22 A 1050515-06-02
400 1/2“-14 1/8“-28 24,0 14,0 8,0 9,0 27 A 1050515-08-02
400 1/2“-14 1/4“-19 24,0 14,0 12,0 12,0 27 A 1050515-08-04
400 3/4“-14 1/8“-28 26,0 16,0 8,0 9,0 32 A 1050515-12-02
400 3/4“-14 1/4“-19 26,0 16,0 12,0 11,5 32 A 1050515-12-04
400 3/4“-14 3/8“-19 26,0 16,0 13,0 15,0 32 A 1050515-12-06
400 1“-11 1/4“-19 29,0 18,0 12,0 11,5 41 A 1050515-16-04
400 1“-11 3/8“-19 29,0 18,0 12,0 15,0 41 A 1050515-16-06
400 1“-11 1/2“-14 29,0 18,0 14,0 19,0 41 A 1050515-16-08
250 1 1/4“-11 3/8“-19 32,0 20,0 17,0 15,0 50 A 1050515-20-06
250 1 1/4“-11 1/2“-14 32,0 20,0 14,0 19,0 50 A 1050515-20-08
250 1 1/4“-11 3/4“-14 32,0 20,0 16,0 24,5 50 A 1050515-20-12
250 1 1/2“-11 1/2“-14 36,0 22,0 14,0 19,0 55 A 1050515-24-08
250 1 1/2“-11 3/4“-14 36,0 22,0 16,0 24,5 55 A 1050515-24-12
250 1 1/2“-11 1“-11 36,0 22,0 18,0 30,0 55 A 1050515-24-16
250 2“-11 1/2“-14 41,5 22,5 16,0 19,0 70 A 1050515-32-08
250 2“-11 3/4“-14 42,0 22,5 16,0 24,5 70 A 1050515-32-12
250 2“-11 1“-11 42,0 22,5 18,5 30,0 70 A 1050515-32-16
250 2“-11 1 1/4“-11 42,0 22,5 18,5 39,5 70 A 1050515-32-20
250 2“-11 1 1/2“-11 42,0 22,5 18,5 44,5 70 A 1050515-32-24
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Form B
 
Mit 60°-Konus am Außengewinde
 
Beide Gewinde Whitworth-Rohrgewinde - Zylindrisch - DIN / 
ISO 228
Abdichtung durch Dichtkante Form B

5
Form B
 
With 60°-Cone at Male Thread
 
Both Threads BSP - Parallel - DIN / ISO 228
Sealing by Sealing Shoulder Form B

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Form
Form

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSP G1 = BSP L L1 L2 D SW
630 1/8“-28 1/8“-28 23,5 8,0 11,0 4,5 17 B 1050515-02-02
630 1/8“-28 1/4“-19 31,0 8,0 17,0 4,0 19 B 1050515-02-04
630 1/8“-28 3/8“-19 32,0 8,0 17,0 4,0 24 B 1050515-02-06
630 1/8“-28 1/2“-14 37,0 8,0 20,0 4,0 27 B 1050515-02-08
630 1/4“-19 1/8“-28 28,0 12,0 12,0 7,0 19 B 1050515-04-02
630 1/4“-19 1/4“-19 32,0 10,0 17,0 6,0 19 B 1050515-04-04
630 1/4“-19 3/8“-19 36,0 12,0 17,0 7,0 24 B 1050515-04-06
630 1/4“-19 1/2“-14 40,0 12,0 20,0 5,0 27 B 1050515-04-08
630 1/4“-19 3/4“-14 43,0 12,0 22,0 6,0 36 B 1050515-04-12
400 3/8“-19 1/4“-19 36,0 12,0 17,0 8,0 22 B 1050515-06-04
400 3/8“-19 3/8“-19 36,0 12,0 17,0 9,0 24 B 1050515-06-06
400 3/8“-19 1/2“-14 41,0 12,0 20,0 8,0 27 B 1050515-06-08
400 3/8“-19 3/4“-14 44,0 12,0 22,0 8,0 36 B 1050515-06-12
400 3/8“-19 1“-11 46,5 12,0 24,5 8,0 41 B 1050515-06-16
400 1/2“-14 3/8“-19 36,0 14,0 17,0 12,0 27 B 1050515-08-06
400 1/2“-14 1/2“-14 39,0 14,0 20,0 12,0 27 B 1050515-08-08
400 1/2“-14 3/4“-14 46,0 14,0 22,0 12,0 36 B 1050515-08-12
400 1/2“-14 1“-11 49,0 14,0 24,5 12,0 41 B 1050515-08-16
250 1/2“-14 1 1/4“-11 53,0 14,0 26,5 12,0 55 B 1050515-08-20
400 3/4“-14 1/2“-14 41,0 16,0 20,0 16,0 32 B 1050515-12-08
400 3/4“-14 3/4“-14 45,0 16,0 22,5 18,0 32 B 1050515-12-12
400 3/4“-14 1“-11 51,0 16,0 24,5 16,0 41 B 1050515-12-16
250 3/4“-14 1 1/4“-11 55,0 16,0 26,5 16,0 55 B 1050515-12-20
250 3/4“-14 1 1/2“-11 57,0 16,0 28,5 16,0 60 B 1050515-12-24
400 1“-11 3/4“-14 47,0 18,0 22,0 20,0 41 B 1050515-16-12
400 1“-11 1“-11 49,5 18,0 24,5 22,0 41 B 1050515-16-16
250 1“-11 1 1/4“-11 57,0 18,0 26,5 20,0 55 B 1050515-16-20
250 1“-11 1 1/2“-11 59,0 18,0 28,5 20,0 60 B 1050515-16-24
250 1 1/4“-11 1“-11 52,0 20,0 24,5 25,0 50 B 1050515-20-16
250 1 1/4“-11 1 1/4“-11 58,0 20,0 27,0 25,0 50 B 1050515-20-20
250 1 1/4“-11 1 1/2“-11 60,0 20,0 28,5 25,0 60 B 1050515-20-24
250 1 1/2“-11 1 1/4“-11 58,0 22,0 26,5 32,0 55 B 1050515-24-20
250 1 1/2“-11 1 1/2“-11 58,0 22,0 27,5 37,0 55 B 1050515-24-24
100 2“-11 2“-11 64,5 23,0 30,5 43,0 70 B 1050515-32-32

GEWINDE - REDUZIERUNGEN
MALE - FEMALE - STUD - ADAPTORS



Rubrik Nr.  5.48  	 www.ph-hydraulik.de

Form A

BSP-Außengewinde mit 60°-Konus
NPT-Innengewinde

5
BSP - Male with 60°-Cone 
NPT - Female

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Form
Form

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSP G1 = NPT L L1 D SW
400 1/2“-14 1/4“-18 24,0 14,0 11,5 27 A 1050518-08-04
400 1/2“-14 3/8“-18 32,5 14,0 12,0 27 A 1050518-08-06
400 3/4“-14 3/8“-18 30,0 16,0 14,5 32 A 1050518-12-06
400 1“-11 1/2“-14 31,0 18,0 18,0 41 A 1050518-16-08
400 1“-11 3/4“-14 32,0 18,0 23,0 41 A 1050518-16-12
200 1 1/4“-11 3/4“-14 37,0 20,0 22,5 50 A 1050518-20-12
200 1 1/4“-11 1“-11,5 37,0 20,0 33,0 50 A 1050518-20-16
200 1 1/2“-11 1“-11,5 39,0 22,0 28,5 55 A 1050518-24-16
200 1 1/2“-11 1 1/4“-11,5 39,0 22,0 37,0 55 A 1050518-24-20

GEWINDE - REDUZIERUNGEN
MALE - FEMALE - STUD - ADAPTORS
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GEWINDE - REDUZIERUNGEN
MALE - FEMALE - STUD - ADAPTORS

Form B

BSP-Außengewinde mit 60°-Konus
NPT-Innengewinde

5
BSP - Male with 60°-Cone 
NPT - Female

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Form
Form

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSP G1 = NPT L L1 L2 D SW
400 1/8“-28 1/8“-27 25,0 8,0 11,5 4,0 14 B 1050518-02-02
400 1/8“-28 1/4“-18 31,0 8,0 16,5 4,0 19 B 1050518-02-04
400 1/4“-19 1/8“-27 32,0 12,0 11,5 6,0 19 B 1050518-04-02
400 1/4“-19 1/4“-18 32,0 12,0 16,5 6,0 19 B 1050518-04-04
400 1/4“-19 3/8“-18 31,0 10,0 15,5 7,0 24 B 1050518-04-06
400 1/4“-19 1/2“-14 38,0 10,0 22,5 7,0 27 B 1050518-04-08
400 3/8“-19 1/4“-18 36,0 12,0 17,5 9,0 22 B 1050518-06-04
400 3/8“-19 3/8“-18 36,0 12,0 17,5 9,0 24 B 1050518-06-06
400 3/8“-19 1/2“-14 37,0 12,0 20,0 9,0 27 B 1050518-06-08
400 1/2“-14 1/2“-14 39,0 14,0 20,0 12,0 27 B 1050518-08-08
400 1/2“-14 3/4“-14 46,0 14,0 22,0 13,0 36 B 1050518-08-12
400 3/4“-14 1/2“-14 44,0 16,0 23,0 18,0 32 A 1050518-12-08
400 3/4“-14 3/4“-14 48,0 16,0 22,0 18,0 36 B 1050518-12-12
400 3/4“-14 1“-11,5 51,0 16,0 28,0 18,0 41 B 1050518-12-16
400 1“-11 1“-11,5 49,5 18,0 25,0 22,0 41 B 1050518-16-16
400 1“-11 1 1/4“-11,5 50,5 18,0 27,0 22,0 50 B 1050518-16-20
200 1 1/4“-11 1 1/4“-11,5 58,0 20,0 27,0 25,0 50 B 1050518-20-20
200 1 1/2“-11 1 1/2“-11,5 62,0 22,0 28,0 37,0 55 B 1050518-24-24
100 2“-11 2“-11,5 64,0 23,0 28,5 43,0 70 B 1050518-32-32
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GEWINDE - REDUZIERUNGEN
MALE - FEMALE - STUD - ADAPTORS

Form A

NPT-Außengewinde mit 60°-Konus
BSP-Innengewinde

5
NPT - Male with 60°-Cone 
BSP - Female

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Form
Form

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = NPT G1 = BSP L L1 L2 D SW
400 1/2“-14 1/8“-28 26,0 20,0 11,0 8,5 22 A 1050517-08-02
400 1/2“-14 1/4“-19 27,0 20,0 17,0 13,0 24 A 1050517-08-04
400 3/4“-14 3/8“-19 28,0 20,0 17,0 15,0 27 A 1050517-12-06
400 1“-11,5 1/2“-14 34,0 25,0 20,0 19,0 36 A 1050517-16-08
200 1 1/4“-11,5 3/4“-14 40,0 25,5 22,5 24,2 46 A 1050517-20-12
200 1 1/4“-11,5 1“-11 40,0 25,5 25,0 30,6 46 A 1050517-20-16
200 1 1/2“-11,5 1“-11 40,0 26,0 25,0 30,6 55 A 1050517-24-16
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GEWINDE - REDUZIERUNGEN
MALE - FEMALE - STUD - ADAPTORS

Form B

NPT-Außengewinde mit 60°-Konus
BSP-Innengewinde

5
NPT - Male with 60°-Cone 
BSP - Female

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Form
Form

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = NPT G1 = BSP L L1 L2 D SW
400 1/8“-27 1/8“-28 25,0 10,0 12,0 4,0 14 B 1050517-02-02
400 1/8“-27 1/4“-19 30,0 10,0 17,0 4,0 19 B 1050517-02-04
400 1/4“-18 1/8“-28 30,0 15,0 12,0 6,0 14 B 1050517-04-02
400 1/4“-18 1/4“-19 34,0 15,0 17,0 6,0 19 B 1050517-04-04
400 1/4“-18 3/8“-19 35,0 15,0 17,0 6,0 24 B 1050517-04-06
400 1/4“-18 1/2“-14 36,5 15,0 20,0 5,0 27 B 1050517-04-08
400 3/8“-18 1/4“-19 35,0 15,0 17,0 9,0 19 B 1050517-06-04
400 3/8“-18 3/8“-19 35,0 15,0 17,0 9,0 24 B 1050517-06-06
400 3/8“-18 1/2“-14 37,0 15,0 20,0 9,0 27 B 1050517-06-08
400 1/2“-14 3/8“-19 38,0 20,0 17,0 12,0 24 B 1050517-08-06
400 1/2“-14 1/2“-14 41,0 20,0 20,0 12,0 27 B 1050517-08-08
400 1/2“-14 3/4“-14 48,0 20,0 22,5 12,0 32 B 1050517-08-12
400 3/4“-14 1/2“-14 42,0 20,0 20,0 15,0 27 B 1050517-12-08
400 3/4“-14 3/4“-14 48,0 20,0 22,5 18,0 32 B 1050517-12-12
400 3/4“-14 1“-11 50,0 20,0 25,0 18,0 41 B 1050517-12-16
400 1“-11,5 3/4“-14 54,0 25,0 22,5 21,0 36 B 1050517-16-12
400 1“-11,5 1“-11 57,0 25,0 25,0 21,0 41 B 1050517-16-16
200 1“-11,5 1 1/4“-11 57,0 25,0 27,0 21,0 55 B 1050517-16-20
200 1 1/4“-11,5 1 1/4“-11 57,5 25,5 27,0 30,0 55 B 1050517-20-20
200 1 1/4“-11,5 1 1/2“-11 62,5 25,5 27,5 30,0 55 B 1050517-20-24
200 1 1/2“-11,5 1 1/4“-11 56,0 26,0 27,0 36,0 55 B 1050517-24-20
200 1 1/2“-11,5 1 1/2“-11 63,0 26,0 27,5 36,0 55 B 1050517-24-24
100 1 1/2“-11,5 2“-11 64,0 26,0 30,5 36,0 70 B 1050517-24-32
100 2“-11,5 2“-11 64,0 26,0 30,5 46,0 70 B 1050517-32-32
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GEWINDE - REDUZIERUNGEN
MALE - FEMALE - STUD - ADAPTORS

Form A

NPT-Außengewinde mit 60°-Konus
NPT-Innengewinde

5
NPT - Male with 60°-Cone 
NPT - Female

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Form
Form

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = NPT G1 = NPT L L1 D SW
630 3/8“-18 1/8“-27 23,0 15,3 8,5 19 A 1050525-06-02
630 1/2“-14 1/8“-27 27,0 20,0 8,5 24 A 1050525-08-02
630 1/2“-14 1/4“-18 27,0 20,0 11,0 24 A 1050525-08-04
630 3/4“-14 1/4“-18 28,0 20,0 11,0 27 A 1050525-12-04
630 3/4“-14 3/8“-18 28,0 20,0 14,0 27 A 1050525-12-06
400 1“-11,5 3/8“-18 34,0 25,0 14,0 36 A 1050525-16-06
400 1“-11,5 1/2“-14 34,0 25,0 17,7 36 A 1050525-16-08
400 1 1/4“-11,5 3/4“-14 39,5 25,5 23,0 46 A 1050525-20-12
400 1 1/2“-11,5 3/4“-14 40,0 26,0 22,5 50 A 1050525-24-12
400 1 1/2“-11,5 1“-11,5 40,0 26,0 28,5 50 A 1050525-24-16
315 2“-11,5 1“-11,5 40,0 26,0 28,5 65 A 1050525-32-16
315 2“-11,5 1 1/4“-11,5 40,0 26,0 37,2 65 A 1050525-32-20
315 2“-11,5 1 1/2“-11,5 40,0 26,0 43,2 65 A 1050525-32-24
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Form B

NPT-Außengewinde mit 60°-Konus
NPT-Innengewinde

5
NPT - Male with 60°-Cone 
NPT - Female

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Form
Form

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = NPT G1 = NPT L L1 L2 D SW
630 1/8“-27 1/8“-27 25,0 10,0 12,0 4,0 14 B 1050525-02-02
630 1/8“-27 1/4“-18 31,0 10,0 17,5 4,0 19 B 1050525-02-04
630 1/4“-18 1/8“-27 30,0 15,0 14,0 6,0 14 B 1050525-04-02
630 1/4“-18 1/4“-18 36,0 15,0 17,5 6,0 19 B 1050525-04-04
630 1/4“-18 3/8“-18 37,0 15,0 18,0 6,0 24 B 1050525-04-06
630 1/4“-18 1/2“-14 42,0 15,0 23,0 6,0 27 B 1050525-04-08
630 3/8“-18 1/4“-18 36,0 15,0 17,5 9,0 19 B 1050525-06-04
630 3/8“-18 3/8“-18 37,0 15,0 17,5 9,0 24 B 1050525-06-06
630 3/8“-18 1/2“-14 41,0 15,0 23,0 9,0 27 B 1050525-06-08
630 1/2“-14 3/8“-18 39,5 20,0 17,5 12,0 24 B 1050525-08-06
630 1/2“-14 1/2“-14 46,0 20,0 23,0 12,0 27 B 1050525-08-08
630 1/2“-14 3/4“-14 48,0 20,0 23,0 12,0 36 B 1050525-08-12
630 3/4“-14 1/2“-14 42,0 20,0 25,0 15,0 27 B 1050525-12-08
630 3/4“-14 3/4“-14 48,0 20,0 23,0 18,0 36 B 1050525-12-12
400 3/4“-14 1“-11,5 50,0 20,0 25,0 18,0 36 B 1050525-12-16
400 1“-11,5 3/4“-14 34,0 25,0 23,0 22,6 36 B 1050525-16-12
400 1“-11,5 1“-11,5 57,0 25,0 27,5 21,0 41 B 1050525-16-16
400 1“-11,5 1 1/4“-11,5 57,0 25,0 27,0 21,0 50 B 1050525-16-20
400 1 1/4“-11,5 1“-11,5 54,0 25,5 28,0 28,5 46 B 1050525-20-16
400 1 1/4“-11,5 1 1/4“-11,5 55,0 25,5 27,0 30,0 50 B 1050525-20-20
400 1 1/4“-11,5 1 1/2“-11,5 62,5 25,5 28,5 30,0 55 B 1050525-20-24
400 1 1/2“-11,5 1 1/4“-11,5 55,0 26,0 27,0 36,0 50 B 1050525-24-20
400 1 1/2“-11,5 1 1/2“-11,5 63,0 26,0 28,5 36,0 55 B 1050525-24-24
315 1 1/2“-11,5 2“-11,5 64,0 26,0 28,5 36,0 70 B 1050525-24-32

GEWINDE - REDUZIERUNGEN
MALE - FEMALE - STUD - ADAPTORS
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Mit BSP-Innengewinde

5
With BSP-Thread Female

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSP L L1 SW
400 1/8“-28 15,0 10,0 14 1050519-02
400 1/4“-19 18,0 12,5 17 1050519-04
400 3/8“-19 19,0 13,0 22 1050519-06
400 1/2“-14 21,0 14,5 27 1050519-08
400 5/8“-14 21,0 17,5 30 1050519-10
400 3/4“-14 24,5 18,5 32 1050519-12
400 1“-11 25,0 19,0 41 1050519-16
200 1 1/4“-11 29,0 22,0 50 1050519-20
200 1 1/2“-11 31,0 23,5 55 1050519-24
100 2“-11 32,0 24,5 70 1050519-32

SECHSKANT - KAPPEN
HEXAGON - CAPS
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5

SECHSKANT - KAPPEN
HEXAGON - CAPS

L

L1

G

Mit NPT-Innengewinde

5
With NPT-Thread Female

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = NPT L L1 SW
630 1/8“-27 15,5 10,0 14 1050520-02
630 1/4“-18 21,5 17,5 17 1050520-04
630 3/8“-18 22,0 17,5 22 1050520-06
630 1/2“-14 27,0 23,0 27 1050520-08
630 3/4“-14 27,0 23,0 32 1050520-12
400 1“-11,5 32,0 28,0 41 1050520-16
400 1 1/4“-11,5 36,0 29,0 50 1050520-20
400 1 1/2“-11,5 36,0 29,0 55 1050520-24
315 2“-11,5 36,0 29,0 70 1050520-32



Rubrik Nr.  5.56  	 www.ph-hydraulik.de

VERSCHLUSSKAPPEN
BSP - FEMALE - SWIVEL - CAPS

Für BSP-Gewinde mit 60°-Innenkonus
Verschluss - DKR

5
For BSP-Thread with 60°-Cone

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSP L D SW
400 1/8“-28 11,0 12,0 14 1050513-02
400 1/4“-19 15,0 9,0 17 1050513-04
400 3/8“-19 15,0 12,4 19 1050513-06
400 1/2“-14 17,0 16,4 27 1050513-08
400 5/8“-14 16,0 22,0 27 1050513-10
400 3/4“-14 19,0 21,3 32 1050513-12
400 1“-11 20,0 27,8 41 1050513-16
200 1 1/4“-11 22,0 36,0 50 1050513-20
200 1 1/2“-11 25,0 45,0 55 1050513-24
100 2“-11 31,0 54,5 70 1050513-32
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5

VERSCHLUSSSTOPFEN
PLUG

BSP - Kegelig

5
BSP - Taper

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSPT L L1 SW
400 1/8“-28 14,0 8,0 12 5070010-02
400 1/4“-19 18,0 12,0 14 5070010-04
400 3/8“-19 19,0 12,0 17 5070010-06
400 1/2“-14 27,0 19,0 22 5070010-08
400 3/4“-14 29,0 19,0 27 5070010-12
400 1“-11 29,0 18,0 36 5070010-16
200 1 1/4“-11 32,0 20,0 46 5070010-20
200 1 1/2“-11 36,0 22,0 50 5070010-24
100 2“-11 40,0 26,0 65 5070010-32
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VERSCHLUSSSTOPFEN
PLUG

NPT - Männlich

5
NPT - Male

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = NPT L L1 SW
630 1/8“-27 15,0 10,0 12 5280010-02
630 1/4“-18 20,0 15,0 14 5280010-04
630 3/8“-18 22,0 15,3 17 5280010-06
630 1/2“-14 27,0 20,0 22 5280010-08
630 3/4“-14 29,0 20,0 27 5280010-12
400 1“-11,5 33,0 25,0 36 5280010-16
400 1 1/4“-11,5 33,0 25,5 46 5280010-20
400 1 1/2“-11,5 41,0 26,0 50 5280010-24
315 2“-11,5 44,0 26,0 65 5280010-32
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5

Mit Außen-Sechskant
60°-Innenkonus und angedrehter Dichtkante Form B

5
With Hexagon
60°-Cone and Sealing Shoulder Form B

Druck
Pressure

Gewinde
Thread

Ca. Maße
Approx. Dimensions

Bemerkungen
Notes

Bestellzeichen
Order-Code

PN G = BSP L L1 SW
400 1/8“-28 14,0 8,0 14 1050514-02
400 1/4“-19 17,0 10,0 19 1050514-04
400 3/8“-19 20,5 12,0 22 1050514-06
400 1/2“-14 24,0 14,0 27 1050514-08
400 5/8“-14 24,0 14,0 30 1050514-10
400 3/4“-14 27,0 16,0 32 1050514-12
400 1“-11 31,0 18,0 41 1050514-16
200 1 1/4“-11 33,0 20,0 50 1050514-20
200 1 1/2“-11 36,0 22,0 55 1050514-24
100 2“-11 36,0 22,0 70 1050514-32

VERSCHLUSSSTOPFEN 
PLUG






